Network Camera Written Exam

Passing Grade: 20 correct

1. What is the maximum specified length of an Ethernet (CAT5) Wire? --500 meters for 10Base5 meters  http://www.techfest.com/networking/lan/ethernet5.htm 
2. What DOS command is used to find the IP Address and DNS server of a computer running Windows 2000? --Config  /All
3. How many cameras are supported by the BB-HNP11 A recording software, running on Pentium 4 / 3 GHz, with 512MB Memory? 
4. How many cameras can be linked to a BL-WV 10A TV Adaptor?-- Connect up to 8 Network Cams

5. How many cameras can be viewed simultaneously on the BL-WV 10A TV Adaptor?-- 4-Camera View on screen x 2-Screen
6. How many user / password combinations are allowed for a BB-HCM311 A camera?

7. What is the minimum specified operating temperature for the BB-HCM331A?
°F
8. How many cameras can be automatically configured by the BB-HGW700A?

9. What address (URL) would be used to view the camera at http://p.viewnetcarn.com:60001 on a cell phone?-- http://bob.viewnetcam.com/mobile 
http://p.viewnetcam.com:60001/

10. What is the lux rating of the BB-HCM series cameras in night view mode?-- Low light capability (3lux / 0.09lux*)  *In color night view mode.  KX-HCM280A - 0.2 lx  Lux
11. How many cameras can be viewed in the BB-HCM311 A multi-camera view page? -- 4-Camera View on screen x 2-Screen
12. What is the optical zoom rating for the BB-HCM381A? -- 21x Optical Zoom (2x Digital) x
13. How many presets are available on a BB-HCM311A camera (version 1.22 or later)?-- 20 Presets + 2 Alarm + Home
14. Approximately how many images can be stored in Standard resolution (320x240), standard quality using a

512MB SD card in a BB-HCM311 A?—15680 Low 10460 High Res 12,500 Average Res
15. Which Video Alarm housings provide power for the KX-HCM280 and BB-HCM381A?

BB-HCH280
and BB-HCH280—VideoLarm- Outdoor Housing for 
KX-HCM280 / HCM381A—PowerDsine-Power Over Ethernet solution
16
Which BL- Model camera is not compatible with the PowerDsine Power Over Ethernet System? BL- -- BL-WV10A  Wireless No Network Cable Socket
BL-C30A – 3 units
(note all BB-HC cameras are compatible)

17. What is the maximum frame rate for the BB-HCM311A?-- BB-HCS301A 30 Frames per second fps

18. What is the highest resolution available on the BB-HCM model cameras?
x

19. What is the minimum operating temperature for the BB-HCH280RP?
°F
20. True/v-False — The BL-WV10A must be in the same location as the cameras it is viewing.

21. v-True/False — The video from the BB-HNP11A can be exported as an MPEG2 file.

22. True / v-False - When making Cat5 Wires, the order of wires doesn't matter as long as they are the same on both Sides

23. How many cameras will show up on the cell phone portal of a BB-HGW700A?—5 of Automatically configures up to 16 cameras
24. What is the default login for a D-link Router? User: --User Pass: --Pass
25. What is the default port assigned for a web server?--8080
26. True/v-False — You can not have a static IP Address on a network running DHCP.

27. A computer with IP Address 192.168.1.2 is running on a Linksys router with a LAN IP address of 192.168.1.1.

You add a BB-HCM311 A with an IP address of 192.168.0.253. The subnet mask for all three devices is

255.255.255.0. True/False — The computer will be able to view the camera as it is currently configured.

I personally setup and configured the BB-HCM Network camera as required and completed this exam: Date:
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Print Name:

Position:
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